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quite satisfactory and selection is merely a matter of choice. It must be
stated, however, that ridge tiles, whilst satisfactory for use in small cow-
sheds or in reconstruction schemes, could not be described as entirely
suitable in a new building. Preference should be given to ridge ventilators
which, in addition to clearing vitiated air from the cowshed, also add to the
natural lighting of the building. One point should be noted here. The
outlets should not be too large, as it is a well-known principle of ventilation
that, where outlets are smaller than inlets but have a greater combined area,
the fresh air entering is distributed more evenly. An adjustable ridge outlet
averaging 144 square inches per cow is desirable.

FIG. 25.
The area of the inlets, apart from windows, should be at least 30 square
inches per cow and more if. the shed stands in a sheltered position. Inlets in
the same manner as outlets should preferably be capable of being regulated
according to weather conditions, although this is not absolutely essential.
It must be remembered that there will possibly be many occasions when all
the ventilation inlets and outlets are not in use together. The standard to
be aimed at is the operation of sufficient openings to maintain the air in a
fresh condition when all the stock are housed in the building. It should also
be borne in mind that windows do not constitute useful aids to ventilation
unless all or part open inwards on the principle of the Sheringham, valve. In
such cases, although a certain degree of ventilation is provided by the
windows, it is also essential in every case to provide ventilators in the walls.
Generally speaking, these should be placed approximately 6 feet above
floor-level. Inlet ventilators are of various types, and those most generally
used are as follows :